GENERAL NOTES

1. THIS PLAN IS BASED UPON AN ON-THE—-GROUND SURVEY PERFORMED BY BSC GROUP, INC. IN

JUNE, 2007.
2. BENCHMARK:

MAGS DISK ON BRIDGE END POST AT THE SOUTHEAST CORNER OF THE ROUTE 27 BRIDGE OVER ROUTE

2, ABOUT 3 FEET ABOVE THE ROADWAY——MASSHIGHWAY POINT ID 10418
ELEV. 218.50' NAVD 1988

3. EXISTING UTILITES, WHERE SHOWN HEREON, ARE APPROXIMATE. THE CONTRACTOR SHALL BE

RESPONSIBLE FOR PROPERLY LOCATING AND COORDINATING ANY ON-SITE ACTIVITY WITH DIG—SAFE AND e
THE APPROPRIATE UTILITY COMPANY AND MAINTAINING EXISTING UTILITY SYSTEM SERVICE. DIG—SAFE
SHALL BE NOTIFIED PER THE COMMONWEALTH OF MASSACHUSETTS STATUTE CHAPTER 82, SECTION 40,
AT 1-888—-344—7233. NO GUARANTEE IS IMPLIED OR INTENDED AS TO THE ACCURACY, LOCATION OR
THAT ALL UTILITES AND/OR SUBSURFACE STRUCTURES ARE SHOWN. THE CONTRACTOR SHALL VERIFY
SIZE, LOCATION AND INVERTS OR UTILITES AND STRUCTURES AS REQUIRED PRIOR TO THE START OF

CONSTRUCTION.
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REGISTERED LAND SURVEYOR DATE
FOR BSC GROUP, INC.
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FILTER BASKETS SHALL BE
\ "SILT SACK”, BY ACF ENVIROMENTAL LEGEND
(B00-644—9223);
"DANDY SACK", BY DANDY PRODUCTS BIT. CONC. BITUMINOUS CONCRETE
(800—591-2284); @@ CATCH BASIN
DRAIN PAC" (B00-272-2832) OR NOTES:
APPROVED EQUIVALENT o= GHALL BE PLACED IN A ROW WITH THE ENDS TIGHTLY ESCUTCHEON PIN IN LEAD PLUG
Jlﬁ ABUTTING THE ADJACENT BALES. ©[T GAS GATE
s D GUY ANCHOR
2 BALES SHALL BE SECURELY ANCHORED IN PLACE BY 1°X1'X36 J
(FOR USE WITH EXISTING CATCH BASINS) WOODEN STAKES DRIVEN THROUGH THE BALES. THE FIRST STAKE MAIL BOX o
IN_EACH BALE SHALL BE ANGLED TOWARD PREVIOUSLY LAID BALE o METAL POST
TO FORCE BALES TOGETHER.
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3. INSPECTION SHALL BE FREQUENT AND REPAIR OR REPLACEMENT TELEPHONE MANHOLE
NOTE: SHALL BE MADE PROMPTLY AS NEEDED. 9 - P
FILTER BASKETS TO BE PLACED IN ALL CATCH BASINS IN THE
VIGINITY OF NEW CONSTRUCTION, TO INCLUDE CATCH BASINS :iLEE?)LE\EHaHgiEB;SE N‘?EXSS’EBDL&’;‘}? gg"'b;%%os gﬁgﬁuﬁf‘é‘f%‘fﬁ - UTILTY POLE W/LIGHT r
DOWNGRADIENT AT ACCESS AND ROUTE 2 RAMPS. CATCH iyl © VENT PIPE 7
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WEEKLY MAINTENANCE, OR AS REQUIRED AND REPLACED |
WK N TE\TER BASKETS T0 BE REMOVED AT COMPLETION 5. BALES SHALL BE REMOVED WHEN THE EMBANKMENTS STABILIZE. o wekeain WS il
OF WORK. MATERIAL TO BE DISPOSED OF IN ACCORDANCE WATH
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